
Genmega ATM Quick Start Guide 

DSL/Smart Wireless Modem
Message format Standard 3 

TCP/IP type Standard 

SSL SSL length prefix with ETX 8-BITS 

Reverse retry count 0 

Status monitor enable 

Communications header disable 

Communications ID 00000000 

Routing ID TRANTR 

Terminal IP DHCP enable 

Host URL umcstunnellenexa.dyndns.org 

Host port 1097 

Health Check enable 

Health Check Interval 1hrs 

Rms Enable 

Rms Send Enable 

RMS Send Interval 1hr 

RMS URL umcgenrms.dyndns.org 

Rms password -Set same as ATM Terminal ID- 

Terminal ID -supplied by Universal Money-

Optconnect MYLO
Message format Standard 3 

TCP/IP type Standard 

SSL SSL length prefix with ETX 8-BITS 

Reverse retry count 0 

Status monitor enable 

Communications header disable 

Communications ID 00000000 

Routing ID TRANTR 

Terminal IP 192.168.1.91 

Terminal Gateway 192.168.1.90 

Terminal Subnet mask 255.255.255.0 

Host URL umcstunnellenexa.dyndns.org 

Host port 1097 

Health Check enable 

Health Check Interval 1hrs 

Rms Enable 

Rms Send Enable 

RMS Send Interval 1hr 

RMS URL umcgenrms.dyndns.org 

Rms password -Set same as ATM Terminal ID- 

Terminal ID -supplied by Universal Money- 
 
 



Optconnect Wireless/PAI Modem
Message format Standard 3 

TCP/IP type Standard 

SSL disable 

Reverse retry count 0 

Status monitor enable 

Communications header disable 

Communications ID 00000000 

Routing ID TRANTR 

Terminal IP 192.168.1.91 

Gateway IP 192.168.1.90 

Sunet Mask 255.255.255.0 

Host IP Address (primary and secondary) 192.168.1.90 

Host port 4443 

Health Check enable 

Health Check Interval 1hrs 

Rms Enable 

Rms Send Enable 

RMS Send Interval 1hr 

RMS Host IP 192.168.1.90 

Rms password -Set same as ATM Terminal ID- 

Terminal ID -Supplied by Universal Money- 



ATMWirelessStore Modem
Message format Standard 3 

TCP/IP type Standard 

SSL disable 

Reverse retry count 0 

Status monitor enable 

Communications header disable 

Communications ID 00000000 

Routing ID TRANTR 

Terminal IP 192.168.1.91 

Gateway IP 192.168.1.90 

Sunet Mask 255.255.255.0 

Host IP Address (primary and secondary) 192.168.1.90 

Host port 4443 

Health Check enable 

Health Check Interval 1hrs 

Rms Enable 

Rms Send Enable 

RMS Send Interval 1hr 

RMS Host IP 192.155.76.59 

Rms password -Set same as ATM Terminal ID- 

Terminal ID -Supplied by Universal Money-

DPL Modem 

Message format Standard 3 

TCP/IP type Standard 

SSL disable 

Reverse retry count 0 

Status monitor enable 

Communications header disable 

Communications ID 00000000 

Routing ID TRANTR 

Terminal IP 192.168.0.55 

Gateway IP 192.168.0.52 

Subnet Mask 255.255.255.0 

Host IP Address (primary and secondary) 192.168.0.52 

Host port 8000 

Rms Enable 

Rms Send Enable 

RMS Host 192.168.0.53 

Rms password -Set same as ATM Terminal ID- 

Terminal ID -Supplied by Universal Money-
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Health Check  Enabled 1 hr Interval 


